
Vaisala RS80 Technical Specifications

General specifications

Dimensions excl. antenna:

Weight, battery activated:

Batteny:

Voltage:

Tnansmitten fnequencies :

Windfinding alternatives :

Meteorological sensors

PT{.J sensors are individuaLLy factory caLibrated

55 mm by 147 mm by 90 mm

approximately 22A g

water -activated

19V

4O3 MHz, 1680 MHz

GPS, Lonan-C, Alpha/Com-VLF

BAR0CAPo Capacitive anenoid

tQ6o hPa to 3hPa (mb)

0.1 hPa

6. 5 hPa

6. 5 hPa

THERMoCAP@ Capacitive bead

+6Q "C to - 90 "C

0.\ "c

O.2 "C up to 50 hPa, 0.3 "C for 50-L5 hPa, 0.4"C above 15 hPa 1evel

0.2 0c

< 2.5 s (6 nls flow at TOOO hPa)

HUMICAP@ Thin film capacitor

0to100%RH

7%RH

1 s (6 m/s flow at 'J.O@@ hPa, +20 "C)

<3 %RH

2 %RH

Pressure:

Measuning range:

Resolution:

Accuracy:

Reproducibility (1):

Repeatability of calibration (2):

Temperature:

Measur^ing range:

Resolution:

Accuracy:

Reproducibillty (L):

Repeatability of calibration (2)

Lag:

Humidity:

Measuring range:

Resolution:

Lag:

Accuracy:

Reproduclbility (1):

Repeatability of calibnation (2):


